
Higher performance and
higher load lifting capacity



STARA FRONT END LOADERS - PAD

The PAD lineup is available for Diamante Se-
ries and Prata Series models. This equipment 
features optimum performance and load lift-
ing capacity. These pieces of equipment are 
versatile and provide optional attachment 
features such as buckets, blades, lifting hoist 
for a big bag, among others. As a result, the 
farmer can perform several operations on the 
farm.

PAD DIAMANTE SERIES

Available models: PAD 1500 load capacity 
1,300 kg, PAD 1750 load capacity 1,600 kg, 
and PAD 2000 load capacity 1,900 kg.

Relief Profi le
It ensures a lighter and resistant structure 
that improves the performance and load lift-
ing capacity.

Control Lever*
It is an exclusive operation system that acti-
vates the loader functions easily and instan-
taneously. It features a safety lock that avoids 
involuntary movements. 

Open and Close lever
It allows the quick change of PAD accessories. 
As a consequence, it provides practical oper-
ation. The coupling process is automatic. In 
other words, there is no need to use the lever.

Flash Multiconnector
It is a system that connects and disconnects 
the hydraulic circuit in one single operation. 

Anti-Fall Valve
It acts when there is a variation in the oil fl ow 
speed to prevent the front end loader from 
falling.

Self-Compensating System
They are equipped with a system that keeps 
the load at the same angle without the need 
for involuntary corrections when lifting or 
lowering the loader structure, thereby provid-
ing higher yield and control of the operations.

Piping
13-metre-inner-diameter hydraulic piping
that avoids oil heating and protects the trac-
tor hydraulic system. The central pipe is made 
of high-resistant lightweight material.

HIGHER PERFORMANCE
HIGHER CAPACITY

Quick Coupler
It allows for fast and practical coupling and 
uncoupling process to the tractor structure. 

* Optional feature

Damping System
It reduces impacts during equip-
ment transport at high speeds 
and when performing operations 
over bumpy terrains. As a result, it 
provides greater comfort and re-
duces the damages to the tractor 
and loader chassis.
* Optional feature

hydraulic pipinghydraulic piping
that avoids oil heating and protects the trac-that avoids oil heating and protects the trac-
tor hydraulic system. The central pipe is made tor hydraulic system. The central pipe is made 
of high-resistant lightweight material.of high-resistant lightweight material.

It reduces impacts during equip-It reduces impacts during equip-
ment transport at high speeds ment transport at high speeds 
and when performing operations and when performing operations 
over bumpy terrains. As a result, it over bumpy terrains. As a result, it 
provides greater comfort and re-provides greater comfort and re-
duces the damages to the tractor duces the damages to the tractor 



The PAD Prata Series lineup is available on 
the following models: PAD 750 load capaci-
ty of 1,600 kg and PAD 1000 load capacity of 
1,900 kg. They are equipped with a standard 
anti-fall valve that acts when there is a varia-
tion in the oil fl ow speed to prevent the front 
end loader from suddenly falling.

The PAD Prata Series lineup is available on the 
following models: PAD 450 load capacity of 
500 kg and 500/500E load capacity of 800 kg. 
They provide higher load capacities.

PAD PRATA 750 AND 1000 SERIES

PAD PRATA SERIES
450 AND 500/500E

* The dimension may vary according to the tractor model.

TECHNICAL SPECIFICATIONS

PAD 500/500E

1,850 mm

140 mm

19°

2,500 mm

2,880 mm

4,500 mm

-

30°

1,100 mm

PAD 450

1,850 mm

140 mm

19°

2,520 mm

2,870 mm

3,970 mm

-

30°

1,100 mm

PAD 1000

2,470 mm

200 mm

57°

3,430 mm

4,010 mm

5,620 mm

6,270 mm - Big Bag Plus

40°

800 mm

PAD 750

2,270 mm

200 mm

52°

3,140 mm

3,740 mm

5,340 mm

-

42°

600 mm

Model - Prata Series

*Dimension A

*Dimension B

Dimension C

*Dimension D

*Dimension E

*Dimension F - Big Bag

Dimension G

*Dimension H

* The dimension may vary according to the tractor model.

TECHNICAL SPECIFICATIONS

PAD 1500

2,270 mm

150 mm

57°

2,760 mm

3,490 mm

5,280 mm

5,930 mm - Big Bag Plus

30°

56°

600 mm

PAD 2000

2,470 mm

200 mm

52°

3,300 mm

4,010 mm

5,620 mm

6,270 mm - Big Bag Plus

55°

52°

800 mm

PAD 1750

2,270 mm

200 mm

47°

3,050 mm

3,730 mm

5,340 mm

5,990 mm - Big Bag Plus

51°

47°

600 mm

Model - Diamante Series

*Dimension A

*Dimension B

Dimension C

*Dimension D

*Dimension E

*Dimension F - Big Bag

Dimension G

Dimension H

*Dimension I

end loader from suddenly falling.end loader from suddenly falling.

They provide higher load capacities.They provide higher load capacities.
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Website
Access PAD home page on Stara 
website for more information.

Position your mobile phone on QR code to read it and 
check it out!

LEARN MORE

*The lifting height capacity may vary according to the tractor model
**The height is higher than 0.65 m

Model - Prata Series
PAD 450
Load capacity
500 kg

Structure weight
370 kg

*Lifting height capacity
2.87 m

Blade
2.17m wide

Bucket
1.9m wide

0.4 m³ volume capacity

Hoist
-

-

Big Bag hoist
1m wide

Weight - 95 kg

**Big Bag Plus Hoist
-

-

Root Rake
-

-

Pallet Fork
-

-

Silage Fork
-

-

Hay Spear
-

-

Round Hay Bale Gripper
-

-

 Log Fork
-

-

PAD 500/500E

800 kg

440 kg

2.88 m

2.17m wide

1.95m wide

0.5m³ volume capacity

1.08M wide

Weight - 140 kg

1m wide

Weight - 130 kg

-

-

2.2m wide

Number of tines - 12

1.6m wide

Weight - 220 kg

1.64m wide

0.72m³ volume capacity

1.64m wide

1 roller

-

-

-

-

PAD 750

1600 kg

680 kg

3.74 m

2.6m wide

1.9m wide

0.65m³ volume capacity

-

-

2.6m wide

Weight - 174 kg

2.6m wide

Weight - 203 kg

2.7m wide

Number of tines - 14

1.3m wide

Weight - 220 kg

1.8m wide

0.72m³ volume capacity

1.8m wide

1 roller

Maximum opening - 2 m

1-roller capacity

Useful width - 1.45 m

Load capacity - 1,600 kg

PAD 1000

1900 kg

719 kg

4.01 m

2.6m wide

2.2m wide

0.8m³ volume capacity

-

-

2.6m wide

Weight - 174 kg

2.6m wide

Weight - 203 kg

2.7m wide

Number of tines - 14

1.3m wide

Weight - 220 kg

1.8m wide

0.72m³ volume capacity

1.8m wide

1 roller

Maximum opening - 2 m

1-roller capacity

Useful width - 1.45 m

Load capacity - 1,900 kg

TECHNICAL SPECIFICATIONS

*The lifting height capacity may vary according to the tractor model
**The height is higher than 0.65 m

Model - Diamante Series
PAD 1500
Load capacity
1,300 kg

Structure weight
692 kg

*Lifting height capacity
3.49 m

Lifting angle
57º

Tilting angle
56º

Blade
2.17m wide

Bucket
1.9m wide

0.65m³ volume capacity

Big Bag hoist
2.6m wide

Weight - 174 kg

PAD 1750

1,600 kg

813 kg

3.73 m

47º

51º

2.6m wide

2.2m wide

0.8m³ volume capacity

2.6m wide

Weight - 174 kg

PAD 2000

1,900 kg

855 kg

4.01 m

52º

55º

2.6m wide

2.2m wide

0.8m³ volume capacity

2.6m wide

Weight - 174 kg

**Big Bag Plus Hoist
2.6m wide

Weight - 203 kg

Root Rake
2.7m wide

Number of tines - 14

Pallet Fork
1.3m wide

Weight - 220 kg

Silage Fork
1.8m wide

0.72m³ volume capacity

Hay Spear
1.8m wide

1 roller

Round Hay Bale Gripper
Maximum opening - 2 m

1-roller capacity

 Log Fork
Useful width - 1.45 m

Load capacity - 1,300 kg

2.6m wide

Weight - 203 kg

2.7m wide

Number of tines - 14

1.3m wide

Weight - 220 kg

1.8m wide

0.72m³ volume capacity

1.8m wide

1 roller

Maximum opening - 2 m

1-roller capacity

Useful width - 1.45 m

Load capacity - 1,600 kg

2.6m wide

Weight - 203 kg

2.7m wide

Number of tines - 14

1.3m wide

Weight - 220 kg

1.8m wide

0.72m³ volume capacity

1.8m wide

1 roller

Maximum opening - 2 m

1-roller capacity

Useful width - 1.45 m

Load capacity - 1,900 kg

TECHNICAL SPECIFICATIONS

The PAD lineup features a vast range of at-
tachments that meets the farm needs.

Optional features

Bucket

Root Rake

Round Hay Bale 
Gripper

Hay
Spear

Big Bag 
hoist

Pallet Fork

Silage
Fork

Log Fork

Blade


